Dimensions Agricultural Commercial Motor Vehicle (Ag CMV) — Defined by Act 377
Width Width limit is 10 feet including attachments or accessories
Exception: Pesticide sprayers lime and fertilizer spreaders (not including manure) with
extending tires, fenders or fender flares may not exceed 12 feet in width.
Height 13 feet 6 inches
Length 45 feet

Single vehicle

No-fee permit may be required over 45 feet

Length
2 vehicle
combination

70 feet
No-fee permit may be required over 70 feet

Length
3 vehicle
combination

No more than 100 feet with speed restriction of 25 mph or less OR
70 feet at a speed greater than 25 mph.

No-fee permit may be required if exceeding 100 feet in length.
Note: loH trailers must be empty 348.08(1)(d)

Weight

loH/Ag CMV Maximum Weight Limits table applies. This allows for a maximum single axle
weight of 23,000 pounds and a gross vehicle weight of 92,000 pounds dependent on number
of axles and axle spacing. See Maximum loH/Ag CMV Weight Limits Table.

No-fee permit may be required if gross vehicle weight or axle weight is greater than the loH
Weight Table.

All operators must abide by seasonal or other special postings.
loH Weight Limits do not apply on Interstate Highways. See §348.15 (9)(c)2.(d)
Exemptions:
e Ag CMVs traveling for delivery, service, repair by dealer or farmer within 75-mile radius
of business or farm is exempt from gross vehicle weight and axle weight limits. Also
exempt from Class B postings.

Other Changes

Ag CMV self-certification must be completed by owner or operator and kept with the vehicle
(effective Day 31).

No registration is required.

For more information see the WisDOT website: http://www.dot.wisconsin.gov/business/ag/index.htm

Questions: AgVehicles@dot.wi.gov

Please contact your local equipment dealer for specific vehicle information.
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